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L E D  S I G H T  G L A S S  I L L U M I N A T I O N  F O R  S I G H T  G L A S S  F L A N G E S

SGL-FLA
Powerful LED illumination for the effective lighting of vessel and pipeline systems. Width

and depth illumination combined in a single sight glass light – perfect for deep and/or

wide vessels.

POWERFUL · ROBUST · FLEXIBLE · MADE IN GERMANY

TIMER CONTROL
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CONNECTION
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01 Short description

These powerful LED lights were developed to achieve an optimal result when illuminating vessel and pipeline systems.

Width and depth illumination are combined in a single sight glass light. Outstanding features are ease of use and cost

efficiency: you look directly through the centre of the light, and as a manufacturer of vessel systems you need one sight

glass nozzle less. Various versions and sizes cover a very wide range of applications. Ideally suited for retrofitting –

simply ingenious.

Stainless steel 316L (1.4404) HygienicDesign IP67 24 VDC

Made in Germany
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02 Models & Dimensions

SERIES

SGL-FLA –

SIZE

080
040 Light field Ø 40 mm · Outer Ø 82 mm

080 Light field Ø 80 mm · Outer Ø 120 mm

MODEL EXAMPLE · SGL-FLA-080

MODEL

(SIZE)

A · OUTER Ø

MM

B · NOZZLE Ø

MM

C · HEIGHT

MM

D · COVER HEIGHT

MM

ØE · PLUG

MM

ØF · PLUG

MM

ØLF · LIGHT FIELD

MM

CURRENT

MA

SGL-FLA-
040 82 64,5 30,5 13 24 28 40 315 mA

SGL-FLA-
080 120 98 30,5 13 55 65 80 460 mA

Dimensions in mm. Housing material stainless steel 1.4404 (AISI 316L), polished. Light colour cold white 5000 K. Supply 24 VDC. Subject to change – further model variants and

custom solutions on request.

DIMENSIONS · SECTION & VIEW

ØA outer Ø · ØB nozzle Ø · C height · D cover height · ØLF light field Ø · ØE / ØF plug. When using angled connectors: cable outlet on the right.
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03 Assembly & Mounting

SGL-FLA ASSEMBLY · EXPLODED VIEW

COMPONENTS

SGL anti-glare sleeve

SGL sight glass light · stainless steel AISI 316L

Stainless steel push-button with timer control

Standard connector M8 · DIN EN 61076-2-104

SGL silicone insulating disc

SGL compensating disc

MOUNTING SYSTEM

Clamping ring, flat · SGL-FLA-040 / 080

Clamping ring, cranked · SGL-FLA-080

Fixing 2 × M6

Mounted via clamping ring directly on the sight glass flange.

Compensating and insulating discs ensure a secure, hygienic fit.

Ideally suited for retrofitting – one sight glass nozzle less.
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04 Technical data & Connections

FEATURES

Housing stainless steel 1.4404 (AISI 316L), polished

Compact, cleaning-optimised design

Integrated push-button with timer electronics (3 min.)

PLC input (remote control)

Combined depth and width beam

Light colour cold white, 5000 K

Thermal protection shut-off of the LEDs > 80 °C

Uniform, high-contrast object illumination of agitators, tanks,

vessels and pipeline systems in non-explosive environments

TECHNICAL DATA

Supply voltage 24 VDC (±10 %)

Current, continuous mode 315 mA (040) / 460 mA (080)

Light colour cold white · 5000 K

Control Push-button (3 min.) · PLC input

Service life (MTBF) min. 40,000 h

Ambient temperature 0 °C … 60 °C

Surface temp. max. 100 °C (at light exit)

Protection IP67

Conformity RoHS · CE

ELECTRICAL CONNECTIONS M8 · 4-polig · DIN EN 61076-2-104

Sensor plug M8 · 4-pin

1 Brown Positive supply voltage 24 VDC

2 White 24 VDC external push-button input (pulse 100 ms)

3 Blue 0 V GND

4 Black N.C.

Momentary on/off switching via the integrated stainless steel push-button with timer (3 min.) or an external push-button pulse (pin 2). Remote control via PLC input.

APPLICATIONS

Agitators Tanks Vessels Pipelines Container systems
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