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L E D  S I G H T - G L A S S  I L L U M I N A T I O N

SGL Sight-Glass-
Illumination
for sight-glass flanges, sight-glass plates and Tri-Clamp

sight glasses (PMMA)

Powerful LED illumination for homogeneous, effective

lighting of piping and vessel systems. You look straight

through the centre of the light and need one sight-glass

port less.

POWERFUL · ROBUST · CLEANING-OPTIMISED · MADE IN GERMANY

PROTECTION

IP68

CONNECTION

M8 4-pin

HOUSING

Stainless 316L

01 Short Description

These powerful LED lights were developed to meet the hygienic

requirements for illuminating vessel and piping systems. Their

outstanding features are ease of use and economy: you look

straight through the centre of the light, and as a manufacturer of

vessel systems you need one sight-glass port less. Various

versions and sizes cover a very wide range of applications. Ideal

for retrofitting – simply ingenious.

VERSIONS · SGL-M08 (STRAIGHT PLUG) · SGL-D12 (MOUNTING
ADAPTER)

Stainless 316L (1.4404) HygienicDesign IP68 24 VDC Made in Germany
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02 Models & Dimensions

SERIE

SGL –

OUTER Ø

110 –

CLEAR Ø

70 –

CONNECTION

D12
M08 Sensor plug M8, straight

D12 Mounting adapter D12, angled plug

MODEL EXAMPLE · SGL-110-70-D12

MODEL (SIZE)
D1 · OUTER Ø

MM

D2 · CLEAR Ø

MM

D3 · LIT CIRCLE Ø

MM

H · HEIGHT

MM

MOUNTING DIM. X

MM
POWER

LUMINOUS

FLUX

SGL-080-40 · M08 /
D12 80 40 52 20 82,5 3,0 W 270 lm

SGL-095-55 · M08 /
D12 95 55 67 20 90,0 4,0 W 360 lm

SGL-110-70 · M08 /
D12 110 70 82 20 97,5 5,0 W 400 lm

Dimensions in mm. Each size available as M08 (sensor plug M8 straight) or D12 (mounting adapter D12, angled plug). Housing material stainless steel 1.4404 polished. Light colour

white. Supply 24 VDC. Subject to change – further model variants and custom solutions on request.

DIMENSIONS · SECTION

D1 outer Ø · D2 clear Ø · D3 LED lit-circle Ø · H height 20 mm (all sizes)

ETW WOLLMERSHÄUSER GMBH · FRANKENSTRASSE 12 · 74549 WOLPERTSHAUSEN info@etw-technik.de · www.etw-technik.de V3-0-0 · 02/04

mailto:info@etw-technik.de
https://www.etw-technik.de/


DATENBLATT · PRODUCT DATASHEET

SGL SIGHT-GLASS ILLUMINATION

03 Assembly & Accessories

SGL ASSEMBLY ACCESSORIES

Protective disc PMMA – included in delivery

Cover ring PMMA clear

Tri-Clamp sight glass PMMA per DIN 32676 (NW65 / NW80)

Articulated holder GH12 · Screw-in bolt D12/M6

Push-button cable SGL-TK – timer electronics, cable length

10 m

MOUNTING

Mounting via mounting adapter D12 (version D12) or directly on the

sight-glass flange. Angle-adjustable alignment with articulated holder

GH12 and screw-in bolt D12/M6. Mounting dimension X per size see

order table.

ORDER NUMBERS (ETW ID)

SIZE PROTECTIVE DISC PMMA COVER RING PMMA MOUNTING DIM. X

SGL-080-40 70003312 70003586 82,5 mm

SGL-095-55 70003314 70003584 90,0 mm

SGL-110-70 70003315 70003585 97,5 mm

Tri-Clamp sight glass PMMA: NW65 / 91 mm · 70002642  |  NW80 / 106 mm · 70002930  ·  Articulated holder GH12 · 78000453  · 
Screw-in bolt D12/M6 · 70003359  ·  Push-button cable SGL-TK · 10000263
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04 Technical Data & Connections

PROPERTIES

Very compact, cleaning-optimised design

Protective disc PMMA · light colour white

Housing stainless steel 1.4404 polished

Even, high-contrast object illumination of agitators, tanks, vessels

and piping systems in non-explosive environments

Thermal cut-off of the LEDs > 80 °C

Ideal for retrofitting – one sight-glass port less

TECHNICAL DATA

Supply voltage 24 VDC (±10 %)

Current continuous mode 100–200 mA

Light colour White

Luminous flux 270 / 360 / 400 lm

Service life (MTBF) min. 20,000 h

Ambient temperature 0 °C … 50 °C

Thermal protection LED cut-off > 80 °C

Protection class IP68

Conformity RoHS · CE

ELECTRICAL CONNECTIONS M8 · 4-polig · DIN EN 61076-2-104

Sensor plug M8 · 4-pin

1 Brown Supply voltage 24 VDC

2 White N.C.

3 Blue 0 V GND

4 Black N.C.

SWITCHING & BUTTONS

Supply via 2-wire connection (brown +24 VDC / blue 0 V GND). For

push-button on/off switching, optionally use the push-button cable

SGL-TK with integrated timer electronics (cable length 10 m).

APPLICATIONS

Agitators Tanks Vessels Piping systems Vessel systems
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